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Environmental Protection Agency § 61.64

(z) 3-hour period means any three con-
secutive 1-hour periods (each com-
mencing on the hour), provided that
the number of 3-hour periods during
which the vinyl chloride concentration
exceeds 10 ppm does not exceed the
number of 1-hour periods during which
the vinyl chloride concentration ex-
ceeds 10 ppm.

[41 FR 46564, Oct. 21, 1976, as amended at 42
FR 29006, June 7, 1977; 51 FR 34908, Sept. 30,
1986; 55 FR 28348, July 10, 1990]

§ 61.62 Emission standard for ethylene
dichloride plants.

(a) Ethylene dichloride purification.
The concentration of vinyl chloride in
each exhaust gas stream from any
equipment used in ethylene dichloride
purification is not to exceed 10 ppm
(average for 3-hour period), except as
provided in § 61.65(a). This requirement
does not preclude combining of exhaust
gas streams provided the combined
steam is ducted through a control sys-
tem from which the concentration of
vinyl chloride in the exhaust gases
does not exceed 10 ppm, or equivalent
as provided in § 61.66. This requirement
does not apply to equipment that has
been opened, is out of operation, and
met the requirement in § 61.65(b)(6)(i)
before being opened.

(b) Oxychlorination reactor. Except as
provided in § 61.65(a), emissions of vinyl
chloride to the atmosphere from each
oxychlorination reactor are not to ex-
ceed 0.2 g/kg (0.0002 lb/lb) (average for 3-
hour period) of the 100 percent ethylene
dichloride product from the oxychlor-
ination process.

[51 FR 34909, Sept. 30, 1986]

§ 61.63 Emission standard for vinyl
chloride plants.

An owner or operator of a vinyl chlo-
ride plant shall comply with the re-
quirements of this section and § 61.65.

(a) Vinyl chloride formation and pu-
rification: The concentration of vinyl
chloride in each exhaust gas stream
from any equipment used in vinyl chlo-
ride formation and/or purification is
not to exceed 10 ppm (average for 3-
hour period), except as provided in
§ 61.65(a). This requirement does not
preclude combining of exhaust gas
streams provided the combined steam
is ducted through a control system

from which the concentration of vinyl
chloride in the exhaust gases does not
exceed 10 ppm, or equivalent as pro-
vided in § 61.66. This requirement does
not apply to equipment that has been
opened, is out of operation, and met
the requirement in § 61.65(b)(6)(i) before
being opened.

[51 FR 34909, Sept. 30, 1986]

§ 61.64 Emission standard for poly-
vinyl chloride plants.

An owner or operator of a polyvinyl
chloride plant shall comply with the
requirements of this section and § 61.65.

(a) Reactor. The following require-
ments apply to reactors:

(1) The concentration of vinyl chlo-
ride in each exhaust gas stream from
each reactor is not to exceed 10 ppm
(average for 3-hour period), except as
provided in paragraph (a)(2) of this sec-
tion and § 61.65(a).

(2) The reactor opening loss from
each reactor is not to exceed 0.02 g
vinyl chloride/kg (0.00002 lb vinyl chlo-
ride/lb) of polyvinyl chloride product,
except as provided in paragraph (f)(1) of
this section, with the product deter-
mined on a dry solids basis. This re-
quirement does not apply to prepoly-
merization reactors in the bulk proc-
ess. This requirement does apply to
postpolymerization reactors in the
bulk process, where the product means
the gross product of prepolymerization
and postpolymerization.

(3) Manual vent valve discharge. Ex-
cept for an emergency manual vent
valve discharge, there is to be no dis-
charge to the atmosphere from any
manual vent valve on a polyvinyl chlo-
ride reactor in vinyl chloride service.
An emergency manual vent valve dis-
charge means a discharge to the atmos-
phere which could not have been avoid-
ed by taking measures to prevent the
discharge. Within 10 days of any dis-
charge to the atmosphere from any
manual vent valve, the owner or oper-
ator of the source from which the dis-
charge occurs shall submit to the Ad-
ministrator a report in writing con-
taining information on the source, na-
ture and cause of the discharge, the
date and time of the discharge, the ap-
proximate total vinyl chloride loss dur-
ing the discharge, the method used for
determining the vinyl chloride loss
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